SPECIFICATION SHEET 55A3111

CABLE, ELECTRIC, RADIATION-CROSSLINKED, EXTRUDED, MODIFIED, FLUOROPOLYMER-INSULATED, 14 April 1983
ONE CONDUCTOR, SHIELDED, LIGHTWEIGHT Devision A
150°C

The complete requirements for procuring the cable
described herein shall consist of this document and
the issue in effect of Raychem Specification 55A.

COMPONENT WIRE =~ 55A0111 SHIELD - TIN-COATED COPPER

CABLE CONSTRUCTION DETAILS
CONDUCTOR SHIELD OUTSID%iglﬁMETER MAXIMUM
PART NUMBER SIZE SI17E - WEIGHT
(AWG) (AWG) NOMINAL 1/ MAXIMUM (1b/1000 ft)
55A3111-26-% 26 38 048 _05% 3.4
55A3I11-24-* 24 38 .054 .060 1.3
55A3111-22-% 22 38 .060 066 5.5
55A3111-20-* 20 38 .068 .074 7.5
55A3111-18~% 18 38 .07/8 .084 10,2
56A3111-16-% 16 38 .086 .092 12.5
55A3111-14-% 14 38 .103 L110 18.0
5BA3ITI-T2-* 12 3B 121 128 25.7
1/ Nominal values are for information only. Nominal values are not requirements.
CABLE RATINGS AND ADDITIONAL REQUIREMENTS

TEMPERATURE RATING: 150°C PART NUMBER:

Maximum continuous conductor temperature The "*" in the part numbers above shall be
VOLTAGE RATING: 600 volts (rms) replaced by color code designators in
DIELECTRIC WITHSTAND: 1500 volts, 60 Hz accordance with MIL-STD-681.

SHIELD COVERAGE: 85% (minimum) Example:

AWG 20, white component wire: 55A3111-20-9

Raychem
Raychem Corporation
300 Constitution Drive, Menio Park, California 94025

THIS SPECIFICATION SHEET TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN, 4151 3613333 TWX §10373 1205

REFERENCED DOCUMENTS SHALL BE OF THE [SSUE IN EFFECT ON DATE OF INVITATION FOR BID. o1
S





