tllca SSMA Subminiature Coaxial Connectors AP

Flectronics

High Frequency For Semi-Rigid Cable

.085 [2.16] and .070 [1.78]

Dia. — Direct Solder Specifications
Attachment Nominal impedance — 50 ohms Insertion Loss — .04 x /T {GHz) =dB
Straight Cable Plug Frequency Range — dc 10 40 GHz ma. _
(Without Center Contact)"* Voltage Standing Wave Ratio — Voitage Rating — 250 volls RMS
1.07 +.0101{GHD max. working voltage
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' AMP Dim. RG/U Cable
AP @ (F'::{.'g'n‘}h Part No. A Cable  Dielectric
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0 et 1001798500 10453691 o 405 Solid

Straight Cable Plug Center
Contact?

A 250
B Dia. (g5 Hex.
[6.35] W@V "ggﬁ&“ AMP Dim. Dim. RGU Cable

_L (Ref. Only) Part No. A B Cable Dielectric
A20 . . .
(3.08) 2% 1401708500 10464771 005 ML 405 Soid
/A COM AMP Dim. RGNV Cable
(Ref. Only) Part No. A Cable Dielectric
1402-7085-00 10464791 o9 405 Seid
Finish: Gold plate.
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.083 Dia. I
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P Part No. AP ]
—— = : (Ref. Only) .
ﬂ[&:‘-';;] Dia. Q2| 1452-1201-02 1402389-1
875 )
[22.23] 376 Sq,J‘——J

1. Finish: Gold plated, -00. For passivated stainless steel coupling nut, change the Part Number suffix from -00 to -02.
Inner housing that is soldered to cable Is gold plated.

2. Finish: Passivated stainless steel, -02. For gold piate, change the Part Number suffix from -02 to -00.

3. Refer to recommendex assembly tools in Appication Tooling Section.

4. Captured center contact.
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