REVISIONS
REV DESCRIPTION DATE | APPROVED
010 | RELEASED 1071095 | D pmeB
1.400
35.6 REF
1.180 REF
450 30.0 DESIGN CONTROL
1.4
e REQUIRED
ﬂ — - MAX PANEL
) MIN — —— 3.2
. OSSM
JACK ]
______________ | | [ — DESIGNED FOR USE WITH
’ | RG174/U,179,187,188.8 316
i — J — — — CABLE ENTRY DIAMETER
) | MINIMUM
©° )~~~ Ty ] ] SLEEVE L 067
—— DIA MIN | CONTAC L 024
4.8 DIELECTRIC| 066
RECOMMENDED HOUS ING STAINLESS STEEL PER PASSIVATE PER
MOUNTING HOLE MOUNT ING NUT ASTM-A484 AND ASTM- ASTM-A-380
6220 HEX CLAMP NUT AS82, TYPE 303
- DIELECTRIC TFE FLUOROCARBON N/A
ELECTRICAL MECHANICAL ENVIRONMENT AL PER ASTM-D-1457

Nominol Impedance (Ohms) 50
Frequency Range (GHz) DC to 26
Volt Rating (VRMS MAX}

8 Sea Level 250

VSWR 107+ 015f (f in GHz)

Insertion Loss (dB MAX) .04 \/fGHz

RF Leokage (dB MIN) -60

Corona, 70,000 Ft (VRMS MIN} 150

Dielectric Withstanding Voltage
(VRMS MIN) B Sea Level 750

Contact Resistance (Milichms MAX}
Center Contact 4.0

QOuter Contact 2.0

Cable to Housing 0.5

RF High Potential 8 Sea Level
(VRMS MIN 8 5 MHz) 500

IR{Megohms MIN} 5.000

Interface Dimensions MIL-STD-348A.

Fig. 319-2

Recommended Mating

Torque 5 In. Lbs.

Mating Characteristics:
Insertion (MAX Lbs) 3
Withdrawal (MIN Oz) 1

Force to Engage and

Disengage {In-Lbs MAX) 2.0

Center Contact Captivation
Axial (Lbs) 6.0

Radial (In-0z) N/A

Cable Retention
Axial Force (Lbs} 20

Torque (n-0z) N/A

Weight (Grams) 2.4

Temperature Rating -65°C fo +165°(

Vibration MIL-STD-202, Method
204, Condition D

Shock ML-STD-202, Method 213,
Condition |

Thermal Shock MIL-STD-202,
Method 107, Condition B,

CENTER CONTACT

SHRINK TUBING

CRIMP SLEEVE

BERYLL IUM COPPER PER

ASTM-B-196 OR ASTM-B-197,
ALLOY C17300, CONDITION H

HEAT SHRINKABLE
POLYOLEFIN COMPOUND
MIL-1-23053/4

COPPER OR BRASS ALLOY
ROCKWELL F65 MAX

GOLD PLATE PER
MIL-G-45204

N/A

GOLD PLATE PER
MIL-G-45204

Except High Temp -85°C

COMPONENT

MATERIAL

Mpisture Resistance MIL-STD-202,
Method 106

Corrosion - ML-5TD-202, Method
101, Condition B, 5% salt spray
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These drawings and specifi-
catlons are the property of
M/A COM Intercannect Div.
and shall not be reproduced
or copied or used in whole
or In part as the basis for
the monufacture or sale o

f temis} without written
permission,
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