THIS INFORMATION IS CONFIDENTIAL AND PROPRIETARY TO TYCO ELECTRONICS CORPCORATION AND ITS WORLDWIDE
SUBSIDIARIES AND AFFILIATES. IT MAY NOT BE DISCLOSED TO ANYONE, QTHER THAN TYCO ELECTRONICS PERSONNEL

PROPRIETARY:

WITHOUT WRITTEN AUTHORIIZATION FROM TYCO ELECTRONICS CORP'ORATION, HARRISBURG PENNSYLVANIA USA

1 I 2 I 3 I 4 [ 5 8 [ 7 [ 8
Standardausfuiung: ) oc)o caa0s ey O @3 durchgehend Leiterplattenbohrung 5)
A Basic type: ) ) through-hole @3 PCB layout d)  myp-e KIS
" © 559 max alle Kontakte ) 21 +0.09 ) '
o~ & : L -0.06
3% | - H 025 3 ©[20.13 0| BZ0.1]
|| N e Y ' = all contacts B < A
- 1 QO
o o S max | _, S N
§ 1
b \ - -
3 ek D2 | <
RS AN \_gerundet D NS
< o rounded =[0.1/AB
£ 10 . . 6.12 -03 F :0.05
S T C Einzelheit A (20:1) , C
- o Detal A (20 599, far 25-und 37-polig .
A -0.76 s 7703 for 25- and 37-contacts version MaB / dimension
A / N B Sachnr. / ordercode | Polzahl A B C D E F M 4} N4) | P 4)
V23529 -E13%% - no. of contacts | n
C - - C%09 09 4 13119 | 16.79 | 25.00 8% |2.74 [10.96 [25.00 [7.60 [2 |7.72
L | ‘ C%15 15 7 13952 [25.12 |33.30 9+ [2.74 |19.18 [33.30 | 15.20 7.69
. " C25 25 12(53.42 | 38.84 |47.04 5% |2.76 |33.12 |47.04 |26.60 |7 7.65
Schnitt A-B C*37 37 18] 69.70 | 55.30 | 6350 9% |2.76 [49.68 [ 6350 [ 4180 [11 [7.65
- 38 4) cross-section A-B
: L Anforderungsstufe 1) .
Nx38=M 4) M performance level 1) Sachnr. / ordercode| Einbauhthe MaB H
V23529- mounting height | dmension H
7) Gilt nicht far V23529-E133%x-Cae¥% und V23529-E173%3%-C3¥3%3% : sieche hierzu Blatt 2 9 9
o| & Durchmetallisierte Locher fur MassepreBbolzen; incl. Oberflachenbehandlung: BTk %-Coke sk 57 57
Sefiﬁpgt far eéastifchﬁ Einp;re%zonesn der SPb U 95 E153%3%-C¥kk % ! :
etlalsierung des Loches: o... lollm oh oder sn Oper min Zotm Cu
Bohrdurchmesser: &3.15 0,025 E123 3% -Coeek
5) Gilt nicht fUr V23529-E15€08-Ce33k, -E 13 28-Cledlesde, -E148-Cafedeke, E163%34e-Cle k% 6,3 6.3
| -E13k09-Clesde ke, -E13k29-Caleke ke, -E147-Colededk, -E 13k 10-Cheddedde, -E1330-Core k-, E193%3%-C¥% %
-E1350-Clede 3k, -ET13%11-Cede ke, -E13%31-CHexk, -E1%51-CHk¥¥ ; sieche hierzu Blatt 4
und -E1%14-Ca#kk und -E1%34-Cok%3 und -E1%54-Cokk ok E13%% - Colede 90 57
und E13715-Calesleste und -E135-Calekeske und -E15k55-Ceskesk: siehe hierzu Blatt 5 E17 ek -C e ek ! '
2) NachDIN 41611 T.5, DIN IEC 352-5; incl. Oberflachenbehandlung
g| 1 NachDIN41652T.2und T.4 Dargestellt wird die 9-polige Ausfuhrung V23529-E1101-C3%09
/B\ OBSOLETE PARTS: OBSOLETE CIS STREAMLINING PER D.RENAUD/D.SINISI drawn is the 9-contacts version: V23529-E1101-C %09
7) Not for V23529-E133%*-Ck¥3% and V23529-E17%%-C¥k¥%: see page 2
6) Plated through hole for grounding sockets; surface treatmentincl.: TYCO ELECTRONICS CORPORATION E-@- SCALE  2:1(20:1 1) WEIGHT
appliacable for elastic press-in zones COSTKAMP - BELGIUM MATERIAL
|| plating of the hole: 5...15um Sn or SnPb over min 25um Cu " 'é‘\’,\‘,: RV
hole: 9515 t0025 DATE |29.06.93 PART NAME
5) Not for V23529-E13%08-Cleske e, E1%28-Cae e, E1348-Cle ke, ——1 'b - D-Sub press-in male connector
—E15%09-Cakesleske, E13%29-Calesk ke, E15k49-Cakedkede, E 13 10-Cokeslesk, -E 13k 30-Caleskeske, bbbl with grounding fingers
~E15%50-Cakde3k, E15k11-Cakededk, E1%31-Cokskk, E1%51-Cole¥kk; see page 4 A4 _|ECO.09-026495_| 30NOV09_|AEG | oo - |EC CSCIPD Sub-D EinpreB Stiftleiste
F and -E 13 14-Cx¥de¥ and -E1934-Cieslek and -E19k54-Cledek A3 1SR10-0125-01 |23 mar 01 JKV mit Schirmfiederung
and -E13%15-Caeded and -E1335-CHkdek and -E1955-CHk¥; see page 5 A1 10060072500 171>nov 00 1KV | TOLERANCEUNESS PART NO. " SHT.
2) according to DIN 41611 p.5, DIN IEC 352-5; surface treatment incl. A_|WO 00/7001 1280400 [VS A4l ™
1) according to DIN 41652 p.2'and p.4 04 [woO00/2518  [24.02.00 [KV V23529-E13%3%%-Ckk k-%-27
' ' REV. | CHANGE ORDER DATE  |app | Customer Drawing Nr. C 1-1393731-5 OF ?
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THIS INFORMATION 1S CONFIDENTIAL AND PROPRIETARY TO TYCO ELECTRONICS CORPORATION AND TS WCRLDWIDE
SUBSIDIARIES AND AFFILIATES. IT MAY NOT BE DISCLOSED TO ANYONE, OTHER THAN TYCO ELECTRONICS PERSONNEL

PROPRIETARY:

Mit EP-Stiel:

With press-in length:

0,67 0.05

4.2 mm

=1

ELIE

Mit EP- und Prifstiel;

With press-in and test length:

4.2 06

V23529-E1k0%-CH¥% /)
V23529-E1x1%-Cleek /)

poa |

- 0,56 005

é6m

0,67 :0.05

o

WITHOUT WRITTEN AUTHORIZATION FROM TYCO ELECTRONICS CORPORATION, HARRISBURG PENNSYLVANIA USA

m: V23529-E1%k2%-Ck3k3k /)
'V23529-E1%3%k-Ckkx /)

0,56 :0.05

I

=HEC

Einbauhshe 9mm mit EP-Stiel 4.2mm

Mounting height Ymm with press-in length 4.2mm

V23529-E133% % -Ckdex
V23529-E17%x-Ckedex

0,67 =0.05

o

7.6 06

0,56 :0.05

9 025

4.2 -04

Oberkante LP
top side PCB

== °
Mit EP-Stiel: 3 4 mm V23529-E1%4%-Cxxx /) Erl&uterungen: Seite 1
With press-in length:” ™ """ V23529 E1%5% -Cskkk  7) Dargestellt wird diie 9-polige Ausfuhrung
Remarks: see page ‘1
Drawn is the ?-contacts version.
|t"ca TYCO ELECTRONICS CORPORATION E—@- SCALE  2:1(20:11:1) WEIGHT
OOSTKAMP - BELGIUM Loc | DIMENSIONS MATERIAL
—tl. S  Elqctronics GW] _INm
" ql- DATE | 29.04.93 PART NAME
Ny NAME | Debrouwere D;Eub pgessf.—in male connector
wi groun |ng |ngers
SEE SHEET 1 DEP. JECCSCIPD Sub-D EinpreB Stiftleiste
A3 [SR10-0125-01 |23 mar 01 [KV mit Schirmfiederung
A1 [0U600712500 |15 nov 00 KV | ToLeRance ness PART NO. m o | gt
A |wo00/7001  |28.04.00 |vS | SPECIHE OTHRWISE Ad 2+
04 [Wo00/2518  [24.02.00 [KV V23529-E1%sdede-Cole ek -k-27
REV. | CHANGE ORDER DATE app. |Customer Drawing Nr. C 1-1393731-5 OF 9
2 3 5 6 7 I 8




THIS INFORMATION 1S CONFIDENTIAL AND PROPRIETARY TO TYCO ELECTRONICS CORPORATION AND TS WORLDWIDE
SUBSIDIARIES AND AFFILIATES. IT MAY NOT BE DISCLOSED TO ANYONE, OTHER THAN TYCO ELECTRONICS PERSONNEL

PROPRIETARY:

WITHOUT WRITTEN AUTHORIZATION FROM TYCO ELECTRONICS CORPORATION, HARRISBURG PENNSYLVANIA USA

I 2 4 5 [ 3 [ 7 [ 8
Mit Massebolzen: M3 oder 4-40 UNC durchgehend Mit Stopbolzen: M3 oder 4-40 UNC selbstsichernd
With thread: M3 or 4-40 UNC full length With thread: M3 or 4-40 UNC self-locking
A Sachnr. / ordercode | MaB A A
= = V23529- dimension A = =
— E1%02-Ck k% —+—+—e—+—+— —
@‘ — E1%22-Cokeskek M3 &({ _+_++_+_)) — ]
. E1%42-Ck k% ,
E1%03-C k%
E1%23-Cakesk % 4-40 UNC A
I e Gioag
- | - Verdrehsicherheit >= 70Ncm - | -
il = {1 torque retention >= 70Ncm 1 | = (b
Mit Gewindebolzen: M3 oder 4-40 UNC durchgehend Sachnr. / ordercode | MaB A
With stud bolt screwlock: M3 or 4-40 UNC full length V23529- dimension A
A E1%06-Cokskk
- Sachnr. / ordercode | MaB A E1%26-Cae ek M3
S V23529- dimension A E146-Clede e
_+_+_<>_+_+_ =] E15k04-Cakskk E1%07-C ¥ 3%
_+_++-+_ — E15k24-Cakokk M3 E 15 27-Cakksk 4-40 UNC
. E 1k 44-Cakesk % E1%47-Ceskedke
E1305-Cle ek
E13%25-Cle e 2% 4-40 UNC Verdrehsicherheit >= 70Ncm
b E13k45-C ke sk 3k torque retention >= 70Ncm
un
v Verdrehsicherheit >= 70Ncm
torque retention >= 70Ncm
49 TYCO ELECTRONICS CORPORATION E—@- SCAE  2:1(20:11:1 WEIGHT

Erlauterungen: Seite 1

Dargestellt wird die 9-polige Ausfahrung

Remarks: see page 1

Drawn is the 9-contacts version.

tyco

OOSTKAMP - BELGIUM

| Electronics

GW

Loc ]| oiMensions
IN MM

MATERIAL

DATE

29.06.93

PART NAME

NAME

Debrouwere

SEE SHEET 1

DEP.

EC CSCIPD

A3 ] SR10-0125-01

23 mar 01 | KV

D-Sub press-in male connector
with grounding fingers

Sub-D EinpreB Stiftleiste

mit Schirmfiederung

A1 | 0U60 0125 00

‘Snov 00 | KV | TOLERANCE UNLESS

A | WO 00/7001

28.0400 |VS | SPECIFIED OTHERWISE

04 | WO00/2518

240200 |KV

PART NO.

V23529-E13% %k K-CH3kk-%-27

A4

REV. | CHANGE CRDER

DATE app. | Customer Drawing Nr. C 1-1393731-5

R ] SHT.
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THIS INFORMATION IS CONFIDENTIAL AND PROPRIETARY TO TYCO ELECTRONICS CORPORATION AND TS WORLDWIDE
SUBSIDIARIES AND AFFILIATES. IT MAY NCT BE DISCLOSED TO ANYONE, OTHER THAN TYCO ELECTRONICS PERSONNEL

PROPRIETARY:

WITHOUT WRITTEN AUTHORIZATION FROM TYCO ELECTRONICS CORP'OEATION, HARRISBURG PENNSYLVANIA USA

I 2 I 3 | 4 [ 5 [ 8 [ 7 8
Mit MassepreBbolzen: Innengewinde M3 oder 4-40 UNC 7 Leiterplattenbohrung
With thread and grounding socket: thread M3 or 4-40 UNC Fur Ausfahrung mit MassepreBbolzen und
A Ausfuhrung Gewindebolzen mit Clip
Sachnr. / ordercode | MaB A
= = V23529- dimension A PCB layout
( +_<;_) : L Eqigg:giii M3 for version with grounding socket
f | E13%48-Cle ek
ETRO9-Corokok nix|D]- E =Kl
©3.4 -02 E1%29-Cokk sk 4-40 UNC 15062 =
l l 15k 49-C ok 3 = ' LA ©0.1
o
| Verdrehsicherheit >= 70Ncm N
_h:I. < torque retention >= 70Ncm N T -
= . . — L/
B '='=' | » Tiefe c!es Innengewindes >= 3 7] 3
= EE = depth inner thread >= 3 o
. . . 39
Lage der Schlitz der MassepreBbolzen: Elnbauhohe ) N!aﬁ L ) N
1 Schlitz parallel zu Langsachse Stvb. mounting height | dimension L F +0.05 Q
1 Schlitz quer zu Langsachse Stvb. 57 33
Positioning of the grounding sockets: 6' 3 27 =[0.1/AB|
1 slot widthways and 1 slot perpendicular to this : :
Mit Gewindebolzen und Clip: Innengewinde M3 oder 4-40 UNC
With stud bolt screwlock and grounding socket: thread M3 or 4-40 UNC p—
Imension
Sachnr. / ordercode | MaB A \S/%%E% / ordercode Polzah
: : - olZa
V25529- dimension A E13ke ke k- no. of contacts | n D : F
ET310-Coteoteoke C%09 09 4_|2.74]|10.96] 25.00
T | E1%e30-Cokdesk M3 C*15 15 7_|2.74]19.18]33.30
E 13 50-C e e e Cx25 25 12 | 2.76 ] 33.12 | 47.04
E13k11-Cale k% Cx37 37 18 | 2.76 ] 49.68 ] 63.50
@5.4-02 E15#31-Cokkk 4-40 UNC , .
<? E15k51-C sk ok 3% Erlguterungen: Seite 1
— Dargestellt wird die 9-polige Ausfuhrung
Verdrehsicherheit >= 70Ncm Remarks: see page ‘1
torque retention = 70Ncm DraWin iS the 9-C0n’[aCtS VerSion.
Tiefe des Innengewindes >= 3 'tqca TYCO ELECTRONICS CORPORATION *EI-@ SCAE  2:1(20:11:1) WEIGHT
depth inner thread >= 3 - OOSTKAMP - BELGIUM Tocl omesions | T A
ﬂu:‘n!ﬂ5 GW IN MM
. e DATE |29.06.93 PART NAME
4,2 o Elnbauh She . N!aﬂ L . NAME | Debrouwere D-Sub press-in male connector
Lage der Schlitz der MassepreBbolzen: A mounting height | dimension L N T e \évﬁft\) ggtgglngr ;Eggﬁftleiste
1 Schlitz parallel zu Langsachse Stvb. Q. 5,7 33 A% [SR10-0175-07 |23 mar 07 1KV mit SEhirmfie%erung
1 Schlitz quer zu Langsachse Stvb. o 63 27 A1 J0U0 012500 |75 nov 00 JKV | ToLERANCEUNLESS PART NO. Sl T
fositioning of the grounding sockets: . ST TWowrs® 740500 /v V23529-Etskek-Cotee-27 (P4
SLo W'dthvlvays and 1 slot perpendllcular to this | | REV. | CHANGE ORDER | DATE App._| Customer Drawing Nr. C 1-1393731-5 | OF 9
2 3 4 5) ) / 8




THIS INFORMATION IS CONFIDENTIAL AND PROPRIETARY TO TYCO ELECTRONICS CORPORATION AND ITS WORLDWIDE
SUBSIDIARIES AND AFFILIATES. IT MAY NOT BE DISCLOSED TO ANYONE, OTHER THAN TYCO ELECTRONICS PERSONNEL

PROPRIETARY:

WITHOUT WRITTEN AUTHORIZATION FROM TYCO ELECTRONICS CORPORATION, HARRISBURG PENNSYLVANIA USA

I 2 I I 4 I 5 | 4 I 7 8
Mit MassepreBbolzen: Innengewinde M3 oder 4-40 UNC 7 Leiterplattenbohrung
With thread and grounding socket: thread M3 or 4-40 UNC Fur Ausfahrung mit MassepreBbolzen und
Gewindebolzen massiv
Sachnr. / ordercode | MaB A
o o V23529- dimension A PCB layout
@e@ %_ E:]I:;j:g::: M3 for version with solid grounding stud bolt screwlock
X E13%54-C¥k %%
Q. c EI:;gg:i: 4-40 UNC XD; oi =[0.1c]
~0 - - +0.
L | E1H55-Coeok . ¢ 1208 {0.1]
<«
Verdrehsicherheit >= 70Ncm o~
torque retention >= 70Ncm N T -
Tiefe des Innengewindes >= 4 g -
depth inner thread >- 4 D2 =
N
- D S
Lé.) F :0.05 C
| =[0.1]AB
Sachnr. Polzahl MaB
ordercode | contacts Dimension
V23529-
E13%e e e - n D E F
C*09 09 4 2.74 11096 | 25.00
Cile15 15 7 2.74119.18 | 33.30
Cx%25 25 12 2.76|33.12 | 47.04
C*x37 37 18 2.76 | 49.68 | 63.50

Erlauterungen: Seite 1

Dargestellt wird die 9-polige Ausfuhrung

Remarks: see page 1

Drawn is the 9-contacts version.

It"lca TYCO ELECTRONICS CORPORATION -Eﬂ-@- SCALE  2:1(20:11:1) WEIGHT
OOSTKAMP - BELGIUM Loc | DIMENSIONS MATERIAL
| Electronics GW| v
DATE [29.06.93 PART NAME
NAME | Debrouwere D-Sub press-in male connector
5 Ticcs oD with grounldmg f|nger§ .
SEE SHEET 1 : Sub-D Einpreb Stiftleiste
A3 | SRI0-0125-01_| 23 mar 01 |KV mit Schirmfiederung
A1 | 0U&0 012500 |15 nov 00 |KV | TOLERANCE UNLESS PART NO. R | SHT.
A | WO 00/7001 28.04.00 |vS | SPECIFIED OTHERWISE Ad S+
04 |woO00/2518  24.02.00 [kv V23529-E13%dede-Ceddede-de-27
REV. | CHANGE ORDER DATE __|app. | Customer Drawing Nr. C 1-1393731-5 OF 9
2 4 5 6 | 7 | 8




THIS INFORMATION IS CONFIDENTIAL AND PROPRIETARY TO TYCQ ELECTRONICS CORPORATION AND ITS WORLDWIDE
SUBSIDIARIES AND AFFILIATES. IT MAY NOT BE DISCLOSED TO ANYONE, OTHER THAN TYCQ ELECTRONICS PERSONNEL

PROPRIETARY:

WITHOUT WRITTEN AUTHORIZATION FROM TYCO ELECTRONICS CORPORATION, HARRISBURG PENNSYLVANIA USA

7 | 3 4 5 b 7 8
VerpreBhinweis
3¥) Einpressbar Uber die Kontakte
%) Einpressen mit Presse 1-1393491-3 (2-Hub-Presse 60kN)
oder herk&mmlichen Pressen:
?-polig 15-polig 25-polig 37-polig
Drucksttck 1393490-5
crckensatz Sase 113934754 Einstellhdhe: Abstand zwischen LP und Druckeinsatz
- fur Einbauhshe 5.7: 10.7 +0.15
Ausfurung V23529- far Einbauhshe 6.3: 10.9 +0.15
Eskek k8 und -Ed%%9 | 2-12393493-0 | 2-1393493-1 | 2-1393493-2 | 2-1393493-3 fur Einbauhshe 9.0: 14.8 +0.15
Andere Ausfuhrungen [1-1393493-6 | 1-1393493-7 | 1-1393493-8 | 1-1393493-9 A
Ambof 3-1393489-4

%) Stecker verschrauben:

Stecker mit LP verschraubt 7)

EEE]
I

o AU

_____

LP-Dicke 2,2...4

%) Kein Spalt zwischen
Steckerflansch und LP
%) Steckerflanschhdhe F:

Stecker mit Ruckwand verschraubt

EELE

.

LP-Dicke 2,2...4

il:

%¥) Spalt X zwischen Steckerflansch
und LP 0.1mm max
%) Steckerflanschhthe F:

%) Aufbau mit MassepreBbolzen 7)

Verschraubung mit
Gewindebolzen

HEH

A LP
Kontakte in LP eingepreBt
MassepreBbolzen in LP eingepreBt

Montagewand
(Metall/Masse)

i Schnitt A-A

tyco

TYCO ELECTRONICS CORPORATION

WEIGHT

'E_@' SCALE  2:1(20:11:D

Einbauhthe 5.7 5.7 025 Einbauhthe 5.7 5.8 -035 OOSTKAMP - BELGIUM ool onensions | AT
Einbauhtthe 6.3 6.3 0.5 Einbauhthe 6.3 6.4 -0.35  Elgctronics ____low IN MM
1 e Uo. PART NAME
Einbaunche 9.0 9.1 035 NAME | Debrouwere D-Sub press-in male connector
o s o with grouqdlng flnger§ .
SEE SHEET 1 Sub-D EinpreB Stiftleiste
A3 |SR10-0125-01_| 23 mar 01 KV mit Schirmfiederung
A1 10UED 012500 |15 nov 00 KV | TOLERANCE UNLESS PART NO. v | g,
A_|WOD00/7007 | 28.04.00 | VS | SPECIFIED OTHERWISE A4 6+
04 |WO00/2518  |24.02.00 |KV V23529-E13%dex-CHedede—N-27
REV. | CHANGE ORDER DATE App. | Customer Drawing Nr. C 1-1393731-5 OF ¢
2 3 4 5 6 T 7 I 8




THIS INFORMATION IS CONFIDENTIAL AND PROPRIETARY TO TYCQ ELECTRONICS CORPORATION AND ITS WORLDWIDE
SUBSIDIARIES AND AFFILIATES. IT MAY NOT BE DISCLOSED TO ANYONE, OTHER THAN TYCO ELECTRONICS PERSONNEL

PROPRIETARY:

WITHCUT WRITTEN AUTHORIZATION FROM TYCQ ELECTRONICS CORPORATICN, HARRISBURG PENNSYLVANIA USA

Press-in guideline

%) pressed in via the contacts
3¥) press-in machine: 2 strokes press 60kN: 1-1393491-3
Of COMMOoN presses:

?-contacts 15-contacts 25-contacts 37-contacts

press-die 1393490-5
press-insert base 1-1393493-4
insert

version V23529-

Ek%%8 und -EX%%9 | 2-1393493-0 | 2-1393493-1 [ 2-1393493-2 | 2-1393493-3

other versions 1-1393493-6 | 1-1393493-7 | 1-1393493-8 [ 1-1393493-9
anvil 3-1393489-4

3¥) screwing down the connector

connector screwed down
on thle PCB

HH# B

PCB thickness

2,2.4

%) no gap between

connector and PCB

connec}gr stg:rel\:v?d down
C
on the backplane ~

HHH

F
X

PCB thickness 2,2...4

%) gap X between connector
and PCB 0.1mm max

for mounting height 5.7: 10.7+0-1
for mounting height 6.3: 10.9+0-1
for mounting height 9.0: 14.8+0.15

%¥) setup with grounding clip 7)

screwing down via

screwlocks

mounting wall

(metal/ground)
A section A-A
A LP

|contacts pressed-in in PCB
grounding clips pressed-in in PCB

height setup: distance between PCB and press-insert

%) connector height: F: %) connector height: F: |t‘l=a TYCO ELECTRONICS CORPORATION G—@- SCALE 2112011 1:D) WEIGHT
mounting height 5.7: 5.7 -0.25 mounting height 5.7: 5.8 -0.35 ' OOSTKAMP  BELGIUM Toc] onensions | TR A
mounting height 6.3: 6.3 -0.25 mounting height 6.3: 6.4 -0.55 | Elgctronics GW] Nmu
' ' . DATE |29.06.93 PART NAME
mounting height .0: 9.1 -035 NPTVl [— D-Sub press-in male connector
S TeccsoPD with grounding fingers
SEE SHEET 1 : Sub-D EinpreB Stiftleiste
A3 [SR10-0125-01 |23 mar 01 [KV mit Schirmfiederung
A1 10U60 012500 |15 nov 00 KV | TOLERANCE UNLESS PART NO. rev e
A_|WOD0/7007__[28.04.00 | VS | SPECIFIED OTHERWISE A4l 7+
04 |WO00/2518  |240200 |KV V23529-E13%3%e%-CledeHe-F-27
REV. | CHANGE ORDER DATE app. | Customer Drawing Nr. C 1-1393731-5 OF ¢
2 3 4 5 6 | i I 8




Sub-D Einprep Stiftleiste mit Schirmfiederung / D-Sub press-in male connector with grounding fingers

V121319329 |-|E|*|*% %% |- |C|%| %X

| ] -
l
BAUFDRM i1 TYPE STECKERPOLZAHL // NO. OF CONTACTS
E = EinprepausfUhrung // press-in 09 = 9-polig !l 9-contacts
13 = 1a9-polig !l 13-contacts
23 = 25-polig /1 23-contacts
1 31 = 37-polig !/ 31-contacts
AUFBAU // CONFIGURATION
1 = isoliert /! insulated l
KONTAKTOBERFLACHE / ANFORDERUNGSSTUFE // CONTACT SURFACE 7/ PERFORMANCE LEVEL

1 = Au / Bute [ 11 A ! PL I
EINBAUHUHE / BESCHRIFTUNG !/ MOUNTING HEIGHT / MARKING 2 = A f bute II LU [ PL I
1 = 3.7mm / tyco %) 9 Inm { tyco %)
2 = B.3mm / tyco %) -- [UBSQLETE[ // 5.7mm { tyco *) -- [0BSOLETE l
= 9. x) -- . *) —-
3 = 9.0mm I tyco ¥) OBSOLETEf // 5. Tmm { tyco *) 0BSOLETE STECKERART 7] CONNECTOR TYPE
3 = 3.7mm ! Neutral I 3. Imm { neutral C =5Stiftleiste mit Schirmfiederung // male connector with grounding fingers
6 = 6.3mm { Neutral -- [OBSOLETE| /f 5.Tmm { neutral -- [0BSOLETE
7 = 9.0mm / Neutral -- [0BSQLETEl /f 3.7Tmm { neutral -- [0BSOLETE
ANSCHLUB AUSFUHRUNG /1 CONTACT TYPE

0, 1 = EP-Stiel 4.2 nm {i{ press-in pin 4.2mm long
2, 3 = EP- und Prtfstisl 6 mm - [OBSOLETE| // press-in &nd test pin Bmm long - [OBSOLETE
4,5 = EP-Stiel 3.4 Am ---—---- DBSOLETEl f/ press-in pin 3.4mm long -------- OBSOLETE

STECKERBEFESTIGUNE /1 CONNECTOR MOUNTING
01, 21, 41 = Loch B3 durchgehend {{ through hole 83
02, 22, 42 = Massebolzen M3 If thread full length W3
03, 23, 43 - Massebolzen 4-40 UNC /! thread full length 4-40 UNC
D4, 24, 44 - Gewindebolzen N3 {! stud bolt screwlock M3
05, 25 ,47 = Gewindebolzen 4-40 UNC f! stud bolt screwlock 4-40 UNC
06, 26, 46 = Stopbolzen W3 -----------------------—- - OBSOLETE| {/ thread selflocking M3 ------------—------—----—- DBSOLETE
07, 27, 47 = 5Stopbolzen 4-40 UNC -------------=----—-----ou-mm OBSOLETE] // thread selflocking 4-40 UNC ----------------------- DBSOLETE
08, 28, 49 = MassepreEbolzen M3 {! thread M3 and %rounding socket
09, 28, 49 = Wasseprefbolzen 4-40 UNC {{ thread 4-40 UNC and grounding socket
10, 30, 50 = Gewindebolzen mit Clip M3 {! stud bolt screwlock M3 and %rounding socket
11, 31, 31 = Gewindebolzen mit Clip 4-40 UNC {! stud bolt screwlock 4-40 UNC and grounding sockst
14, 34, 54 = Masseprefbolzen + Gawindebalzen M3 (massiv) {! solid grounding stud bolt screwlock M3
15+ 353, 33 = Masseprepbolzen + Gewindebolzen 4-40 UNC (massiv) {{ solid grounging stud bolt screwlock 4-40 UNC
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Active part numbers. Contact
Tyco Electronics for
A other configuration availability
Tyco Part
O0ld Part Number Number
V23529-E1101-C209 4+—393434—5-| OBSOLETE

|| V23529-E1101-C213 1=1393134-6
V23529-E1101-C225 14383351
V23529-FE1101-C231 13931348 OBSOLETE
V23529-E1102-C209 4353434
V23529-E1102-C215 2-1393731-5 .

3 V23529-FE1102-C225 2=4383734-F OBSOLETE/B\
V23529-E1102-C2371 [-2—43083434—+-[OBSOLETE
V23529-E1103-C209 —4393+43
V23529-E1103-C2135 43531344
V23529-E1103-C225 | 34393#+3+5 |OBSOLETE
V23529-FE1104-C213 4-13931731-2

| V23529-F1104-C2371 A—3534344 |OBSOIFTE|
V23529-FE1105-C2089 5-1393731-1
V23529-E1105-C215 5-1393731-2
V23529-E1105-C225 5-1393731-3
V%gg%g E11gg EQS; 5-1393731-4

C y 11 1 —r333434+3
V23529-E1108-C125 | 64353345
V23529-FE1108-C1371 | 6—4333+3++6 |OBSOLETE
V23529-E1108-C209 | 64393134+ |OBSOLETE
V23529-E1108-C215 —43931348 OBSOLETE/B\

[ V23529-E1108-C225 6-13931731-9
V23529-E1108-C23]1 1-1393731-0
V23529-E1111-C209 13531 31=1 /8\
V23529-E1115-C209 439331342 | OBSOLETE
V23529-E1115-C215 8-13931731-3

D V23529-F1115-C225 39331+
V23529-E1115-C231 43331345
V23529-E1501-C209 353+32-5
V03529-E1501-C215 13937356
V23529-E1501-C225 139334371

|| V23529-E1501-C231 =S5931378
V23529-E1502-C231 332648 |OBSOLETE
V23529-E1503-C209 43531376
V239529-E1503-C213 —=333132—
V23529-E1503-C225 +—=4333137—8
V23529-F1503-C231 4393323

E V23529-E1515-C2089 4393342
V23529-E1515-C231 34—
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