tyco AMPLIMITE Connegtors, Series 109 ANIP

Electronics Crimp, Blindmate Plugs, Series 109, Standard Density Connectors

Materials and Finish:

Shell, Frant — Aluminum alloy, cad-
mium piated with yellow chromate

Shell, Rear — Steel, cadmium plated
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Insert Assembly — Approved materi- s 5 Places
ai per MIL-DTL-24308 5 ;% | € \ ¥e
Retention Clips — Stainless steel {
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Related Product Data: = 7 P
Cavity Identification — page 5101 C =005
Contacts — pages 5102-5104 L0131
Mounting Specifications — Osa
page 5143
Mating informalion contained on oo Mating Face o F 1293,
page 5143 does not pertain to Blindmate \
design. Flange to flange spacing can be 065090 { f
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Contact Dimensions AMP o
Pos. =
(Shell A B C D E F G Part No. =
Size) e
9 656 324 884 1224 .769/.750 506 A32/.413 445005-1 =}
(1) 1666 823 2499 3109 19531905 1285  10.97/10.48 w0
15 984 324 1312 1552 1.0831.074 506 A32/.413 445006-1
(2} 260 823 3332 3042 2776/2728 1285  10.97/10.49
25 1524 324  1.852 2.099 1.635/1.616 .506 432/.413 445007-1
(3) 3871 823 47.04 5331 41.5%M.05 1285  10.97/10.49
37 2472 324 2500 2740 2.282/2.263 506 432/.413 445008-1
@ 55.17  B.23 635 69.60 57.06/57.48 1285  10.97/10.49
50 2082 444 2406 2646 2.188/2167 617 .544/.525 445009-1
(5) 5288 1128 6111 6721 55585504 1567  13.82/13.34
Note: See page 5122 for Blindmate coax/signal combinations.
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