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OEM

Auto Link PAL ™ Fuses
Commonly found on many Japanese and Domestic built vehicles in current ratings
up to 120 amperes. Available with female connector, male connector, bent con-
nector and locking female connector. Color coded to indicate amp rating.

Color Code

Lt. Blue – 20A
Pink – 30A
Green – 40A
Red – 50A
Yellow – 60A

US & Canadian
Boxed No.

PAL 020
PAL 030
PAL 040
PAL 050
PAL 060

US
Carded No.

PAL 020 BP
PAL 030 BP
PAL 040 BP
PAL 050 BP
PAL 060 BP

Canadian
Carded No.

PAL 020 CABP
PAL 030 CABP
PAL 040 CABP
PAL 050 CABP
PAL 060 CABP

B. Auto Link PAL ™ Straight Male Terminal

Color Code

Pink – 30A
Yellow – 60A
Black – 80A
Blue – 100A
Gray – 120A

US & Canadian
Boxed No.

PAL 130
PAL 160
PAL 180
PAL 1100
PAL 1120

US
Carded No.

PAL 130 BP
PAL 160 BP
PAL 180 BP
PAL 1100 BP
PAL 1120 BP

Canadian
Carded No.

PAL 130 CABP
PAL 160 CABP
PAL 180 CABP
PAL 1100 CABP
PAL 1120 CABP

C. Auto Link PAL ™ 13/16" Bent Male Terminal

Color Code

Pink – 30A
Green – 40A
Red – 50A
Yellow – 60A
Brown – 70A
Black – 80A
Blue – 100A
Gray – 120A

US & Canadian
Boxed No.

PAL 230
PAL 240
PAL 250
PAL 260
PAL 270
PAL 280
PAL 2100
PAL 2120

US
Carded No.

PAL 230 BP
PAL 240 BP
PAL 250 BP
PAL 260 BP
PAL 270 BP
PAL 280 BP
PAL 2100 BP
PAL 2120 BP

Canadian
Carded No.

PAL 230 CABP
PAL 240 CABP
PAL 250 CABP
PAL 260 CABP
PAL 270 CABP
PAL 280 CABP
PAL 2100 CABP
PAL 2120 CABP

E. Auto Link PAL ™ 9/16" Bent Male Terminal

Color Code

Pink – 30A
Green – 40A
Red – 50A
Black – 80A
Blue – 100A

US & Canadian
Boxed No.

PAL 430
PAL 440
PAL 450
PAL 480
PAL 4100

US
Carded No.

PAL 430 BP
PAL 440 BP
PAL 450 BP
PAL 480 BP
PAL 4100 BP

Canadian
Carded No.

PAL 430 CABP
PAL 440 CABP
PAL 450 CABP
PAL 480 CABP
PAL 4100 CABP

F. Auto Link PAL ™ Locking Female Terminal

Color Code

Brown – 25A
Green – 30A

US & Canadian
Boxed No.

PAL 525
PAL 530

US
Carded No.

PAL 525 BP
PAL 530 BP

Canadian
Carded No.

PAL 525 CABP
PAL 530 CABP

G. Fuse Tester and Puller
Conveniently and easily tests ATO® and MINI® blade fuses
either in or out of the fuse block. Indicator light on tester
glows bright green when fuse is good. Fuse puller end allows
for easy fuse removal and replacement. 24V maximum.

Bulk No.

097019

US
Carded No.

097019 BP

Canadian
Carded No.

097019 CABP

Description

For ATO® and MINI®

Fuse Pullers
Fuse puller allows for easy fuse removal and replacement.

Bulk No.

H. 097023

I. 097026

US
Carded No.

097023 BP

097026 BP

Canadian
Carded No.

097023 CABP

097026 CABP

Description

Tri-Puller™ – for Glass Fuses, 
Ceramic Type Fuses, ATO® and
MINI® Blade Fuses

For MAXI™ Blade Fuses

A. Auto Link PAL ™ Female Terminal

D. Auto Link PAL ™ Mini Female Terminal

Color Code

Pink – 30A
Green – 40A

US & Canadian
Boxed No.

PAL 330
PAL 340

US
Carded No.

PAL 330 BP
PAL 340 BP

Canadian
Carded No.

PAL 330 CABP
PAL 340 CABP

Mercedes Fusible Links
Original equipment replacement fusible link bar for
Mercedes Benz. Available in 30, 50, 80 and 100 amp 
fuse bars.

US & Canadian
Boxed No.

FBM 030
FBM 050

US & Canadian
Boxed No.

FBM 080
FBM 100
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Honda Fusible Links
Original equipment replacement fusible link bar for Honda
Civics. Available in 45, 55 and 65 amp fuse bars. US and
Canadian carded merchandise only available in 3 piece
assortment 094413 or 094413CA.

US & Canadian
Boxed No.

FBH 045
FBH 055
FBH 065

US
Carded No.

094413
094413
094413

Canadian
Carded No.

094413CA
094413CA
094413CA

Visit our web site at www.littelfuse.com
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