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WIRE RANGE

26 AWG
STRANDED

TONGUE MATERIAL THK:

.027£.001

FOR .026 TO .055 WIRE INS. OD.

MUST BE CRIMPED WITH 22—18 OR 22-16
PIDG (RED)TOOL.

APPLIED FROM EDGE OF METAL WIRE
BARREL TO CENTER OF STUD HOLE.

BODY & SLEEVE: CU PER ASTM B152
INSULATION: NYLON, COLOR — YELLOW.

BODY: TIN PLATE PER ASTM B545
SLEEVE: NI' PLATE PER QQ—N-—-290.

M7928/1—3 CLASS 1 & 2 T

WIRE TERMINAL

53050
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DIMENSIONS:

VOLTAGE RATING:
500V MAX

INCHES

FOR APPLICATION

TOOLING INFORMATION

TOOLING ASSISTANCE CENTER

1-800—-722-1111

CIRCULAR MIL AREA:

0.12-0.15mm?[238—304]
STRANDED

A

TOLERANCES UNLESS
OTHERWISE SPECIFIED:

0 PLC
1 PLC + -
2 PLC
3 PLC t -

4 PLC
ANGLES + -
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TERMINAL, PIDG, RING TONGUE,

INSULATION RESTRICTING

WIRE SIZE: 26
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